
D
AT

A 
SH

EE
T

LED Area Lighter 
LED luminaire

GE
Lighting

General description
Site, area and general lighting utilizing advanced LED optical system 
providing high uniformity, improved vertical light distribution, 
reduced both off site & on site glare and effective security light 
levels.

A classic, aesthetic and futuristic luminaire, combining strength, 
reliability and incorporating all the features of a new generation 
fitting. Optimum photometric performance using LED technology, 
minimizes light emission towards the upper hemisphere and a high 
degree of protection.

Structure and material
•	 Die cast aluminium housing. Slim architectural design 

incorporates a heat sink directly into the unit ensuring maximum 
heat transfer.

•	 Corrosion resistant polyester powder painted.

•	 Standard colours: black and dark bronze. RAL and custom  
colours available.

Electrical and gear 
compartment
The control gear is situated in an independently mounted 
compartment in the optical assembly.

Optical assembly
Optical assembly hermetically sealed.

Thanks to the advanced LED optical systems the fixture provide high 
uniformity and improved vertical light distribution:

CRI >70 CCT 5700 Kelvin.

•	 �Type III: Asymmetric distribution (street type)  
– 132 W system consumption

•	 �Type IV: Asymmetric distribution – 94 W system consumption

•	 �Type V: Symmetric distribution –  W system consumption

Maintenance
50,000 hours rated LED life.

Installation
•	 Side entry mounting to 60mm diameter poles.

•	 Mounting arm for round pole with easy-connect terminal board.



Dimensions

Photometric data

Specification data
Wattage 
[W]

Product description Optics Product 
Code

Mounting: with a mounting arm for round pole with easy connect 
terminal board SP254.20
210                  EVOL SYMS5/N SP254 R9011 Type	V 756981

132                  EVOL ASYW3/F SP254 R9011 Type	III 75699

94 EVOL ASYF4/F SP254 R9011 Type	IV 75700

Mounting: side entry mounting for 60 mm diameter pole.

210                  EVOL SYMS5/N AT60 R9011              Type	V 75701

132 EVOL ASYF4/F AT60 R9011                Type	III 75702

94 EVOL ASYW3/F AT60 R9011 Type	IV 75703

GE Lighting is constantly developing and improving its products. For this reason, all product descriptions in this brochure are intended as 
a general guide, and we may change specifications from time to time in the interest of product development, without prior notification or 
public announcement. All descriptions in this publication present only general particulars of the goods to which they refer and shall not 
form part of any contract. Data in this guide has been obtained in controlled experimental conditions. However, GE Lighting cannot accept 
any liability arising from the reliance on such data to the extent permitted by law. 
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•	 Type III: asymmetric distribution 
(street type).

•	 Type IV: asymmetric distribution.
•	 Type V: symmetric distribution.
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